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NOTES THIS SHEET 


PROVIDE OR REINSTALL (TB MARKS) SHUT-OFF VARIABLE AIR VOLUME UNIT WITH HOT WATER 
REHEAT COIL. MAINTAIN MANUFACTURER'S RECOMMENDED CLEARANCE AROUND UNIT AS 
INDICATED. REFER TO VAV SCHEDULE ON DRAWING M5.1G. PROVIDE HANGERS AND SUPPORTS 
COMPLETE. SUSPEND FROM OVERHEAD STRUCTURE WITH HANGERS. PROVIDE INTERMEDIATE 
STEEL ANGLE SUPPORTS AS REQUIRED. PROVIDE BACNET COMPATIBLE VAV CONTROLLER. 


PROVIDE DOUBLE WALL, SPIRAL WOUND INTERSTITIALLY LINED MEDIUM PRESSURE DUCTWORK, 
INSULATION, HANGERS, AND SUPPORTS COMPLETE UPSTREAM OF VAV BOX. 


PROVIDE LOW PRESSURE DUCTWORK, INSULATION, HANGERS, AND SUPPORTS COMPLETE. 


PROVIDE CEILING. MOU 


NTED UNIT HEATER, HANGERS AND SUPPORTS. 


DUCT IN THIS AREA SHALL BE DOUBLE WALL ACOUSTICALLY LINED AND PAINTED MATTE 
SERS IN CEILING. CLOUDS. LOCATE VOLUME DAMPERS BETWEEN CLOUDS. 
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fax: (804) 273-9843 


[5j] ARCHITECTURE 
A Professional Limited Company 

GROVE PARK SQUARE 

11537-B NUCKOLS ROAD 

Richmond, Virginia 23059 


«» (804) 273-9811 


CAMPUS RENOVATIONS 
PC: 260-17712 
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PLAN - MECHANICAL DUCTWORK 














NEW WORK FLOOR PLAN — MECHANICAL DUCTWORK 
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GLENNS CAMPUS NEW WORK FLOOR 





Date: 
APRIL 21, 2010 
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